
Drumseeder XL
“Seeding in one touch!”

XY-System Internal Transport System
“Robust capacity”

The XY system is the internal transport system for Young 
plant growers. The system is an overhead transport system 
for boxes, racks and trays. The overhead transport provides 
the system with a very high flexibility for placing and picking
of products in and from the greenhouse. Products in the 
centre of the bay can be picked up just as easily as products in 
the front of the back of the bay.

The XY system exists of 4 components

1 Stacking line
The destacking line exists of a buffer for stacks of boxes in front 
of the destacker. The destacker is designed for the capacity of 
the entire system and will therefore be a quintaple destacker. 
The products will run over conveyor belts towards the loading 
platform when leaving the destacker.

2 X-Y Loading platform
The loading platform is a platform where the products will be 
collected in a format which can be transported with the shuttle
of the system. In this way the shuttle can be loaded quickly 
with products which are collected on the loading platform. 
Depending on the kind of product, the loading platform is 
equipped with conveyor belts, chain conveyors or a stainless 
steel plate with a push over bar. Above mentioned procedure 
for destacking works in reverse for stacking. 

3 Shuttle (Y-transporter)
The shuttle is responsible for the transportation of the
products  along the main path between the loading platform
and the bay where the transport wagon runs. The shuttle is
automatically driving up and down the path. At the loading
platform the products will be transferred from the platform
onto the shuttle and the shuttle will drive to the bay where
the transport wagon awaits. The transport wagon will drive
onto the shuttle and pick the products to bring them into
the bay. The shuttle is also used for transferring the transport 
wagon to another bay.

4 Transport wagon (X-transporter)
The transport wagon is travelling up and down the bay and is
manually operated. The operator is located on top of the 
transport wagon and has a seat with all neccesary equipe-
ment to control the transport wagon. The transport wagon 
is equipped with a lifting frame which is able to pick up the 
boxes by means of clamps. The transport wagon drives over 
rails which is placed on both sides of the bay and is capable 
to drive overhead over the boxes and put or pick on any 
place where needed. The transport wagon has its own power 
supply by means of a generator or a battery pack.

a Very high flexibility 

a Easy to use   

a Fully automatic 

Why choose the XY-System?

internal transport

“
”

Transport system for boxes, racks 
and trays.
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 ■ Bay width 6,4mtr 8,0mtr or 9,6 mtr
 ■ Semi automatic palletising system
 ■ Fully automatic palletising system
 ■ Depalletising system
 ■ Automatic loading sytem for trays
 ■ Loading platform usable for trays and boxes
 ■ Battery pack on shuttle
 ■ Display on shuttle to program shuttle to drive from bay to bay
 ■ Battery pack on the transport wagon
 ■ Camera on the transport wagon to see if every box is picked up
 ■ Tray fork
 ■ One row of the lifting frame is split so that individual boxes can be picked up
 ■ Radio
 ■ Spraying system on the X-transporter existing of a tank 400ltr, pump, 1 spray bar with 1 nozzle/box and 

controlled driving speed.

Postal address

Visser Horti Systems
P.O. Box 5103 
3295 ZG ‘s-Gravendeel 
The Netherlands

Visitors address

Mijlweg 18    
3295 KH ‘s-Gravendeel 
The Netherlands

Contact

 + 31 (0) 78 673 98 00
 + 31 (0) 78 673 34 34
 info@visser.eu 

Sales

 + 31 (0) 78 673 98 00
 + 31 (0) 78 673 34 34
 sales@visser.eu


